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WG 1-15.6, C63.5 revision schedule

Sept 08 - draft went out to WG

yesterday - WG meeting to review draft

TODAY - summary of review

October 20082

TODAY - summary of review

Jan 09 - revised draft to WG

Apr 09 - draft to SC 

now on to the proposed changes …



WG 1-15.6, C63.5 revision

Revised order of annexes

� Annex A (informative) Determination of EDmax

� Annex B (informative) The discrete frequency calibration 
method

October 20083

method

� Annex C (informative) The Roberts dipole, a reference 
antenna

� Annex D (informative) Example drawings of Roberts 
dipole antenna [B5]

� Annex E (informative) Monopole performance equations

� Annex F (normative) Tuned dipole antenna correction 
factors (30 - 1000 MHz) for free-space calibration and 
normalized site attenuation

new



WG 1-15.6, C63.5 revision

Revised order of annexes

Annex G (normative) Biconical dipole antenna 
correction factors (30 - 200 MHz) for free-space 
calibration and normalized site attenuation

� Annex H (informative) Rationale for geometry 
specific correction factors for biconical dipoles used 
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specific correction factors for biconical dipoles used 
in the normalized site attenuation test 

� Annex I (normative) Procedure for measuring 
geometry specific correction factors for broadband 
antennas and reference-site requirements

� Annex J (informative) Guideline for computing 
estimated measurement uncertainties in SSM 
antenna calibrations 

� Annex K (informative) Bibliography



WG 1-15.6, C63.5 revision

Added categories in annex A

Annex A (informative) 

Determination of EDmax

A.1 Determination of EDmax for horizontal 
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A.1 Determination of EDmax for horizontal 
polarization, below 1000 MHz

A.2 Determination of EDmax for vertical 
polarization, below 1000 MHz

A.3 Determination of EDmax, above 1000 MHz



WG 1-15.6, C63.5 revision

Added categories in section 5

5. Standard Site Method (30 MHz to 40 GHz)
5.1 General

5.1.1 SSM Measurements below 1000 MHz
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5.1.1 SSM Measurements below 1000 MHz
5.1.2 SSM Measurements above 1000 MHz



WG 1-15.6, C63.5 revision

Proposed Text Changes …
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WG 1-15.6, C63.5 revision

Refined definitions
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WG 1-15.6, C63.5 revision

Additional site requirements for calibration sites
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WG 1-15.6, C63.5 revision

Better define symmetry test
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WG 1-15.6, C63.5 revision

Additional wording for above 1 GHz setup

& standard gain horn calibration requirements
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add references Adaptor losses?

defined from data



WG 1-15.6, C63.5 revision

Expansion of reference antenna definition and usage
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Roberts might 
be a problem



WG 1-15.6, C63.5 revision

Clarificaiton of variables in table (annex B)

re-label variables
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WG 1-15.6, C63.5 revision

Annex F (normative) 
Tuned dipole antenna correction factors (30 - 1000 
MHz) for free-space calibration and normalized site 
attenuation

� Will have tables of correction terms from SSM 
measurement to FREE-SPACE values for Roberts dipole, 
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� Will have tables of correction terms from SSM 
measurement to FREE-SPACE values for Roberts dipole, 
50 ohm and 100 ohm dipoles (30-1000 MHz)

� Based on VCCI and IEC work

� Similar to Biconical terms in current annex G



WG 1-15.6, C63.5 revision

Expansion of criteria for GSCF site
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Expand to include LPDAs ?



WG 1-15.6, C63.5 revision

Still on the Table (might get done)

Add Time Domain Method for Free Space

(as informative annex)

Add CFNSA (as informative annex) 
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Add CFNSA (as informative annex) 

Add limits to vertical vs. horizontal 1-m ratio

(as additional criteria for SA measurements)

Frequency step size  (should be in unc doc, as 
additional term if interpolating)



WG 1-15.6, C63.5 revision

REVISED schedule

spring 2009 to SC1
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